
From: Walls (Young), Suzy
To: Mitchell, Tanya
Cc: Gary M. Fisher; Draikiwicz, Michael (michael.draikiwicz@novartis.com); " (pete.bergeron@chevron.com)";

 Persico, John; Ricci, Richard F.
Subject: RE: Rolling Knolls - FCR-07 MW-20 Installation Method Modification
Date: Tuesday, June 16, 2015 3:45:56 PM
Attachments: ARCADIS_Rolling Knolls MW-20 Installation Modification_FCN 07_061115_clean.pdf

ARCADIS_Rolling Knolls MW-20 Installation Modification_FCN 07_061615.pdf

Tanya,
The revised FCR-07-rev is attached. I have included a version in RLSO and also a clean version.
Also, could you please provide your cell phone number so that we can contact you if future changes
 come up while we are in the field. The Group indicated that during your last meeting with them, you
 said you were always available for discussion.
Thanks,
Suzy

From: Mitchell, Tanya [mailto:Mitchell.Tanya@epa.gov] 
Sent: Thursday, June 11, 2015 12:21 PM
To: Walls (Young), Suzy
Cc: Gary M. Fisher; Draikiwicz, Michael (michael.draikiwicz@novartis.com); ' (pete.bergeron@chevron.com)';
 Persico, John
Subject: RE: Rolling Knolls - FCR-07 MW-20 Installation Method Modification
Confirmation of this email is requested.
Hi Suzy,
I have reviewed the FCR-07 and it is not approved as submitted. EPA has requested on several
 occasions to be notified in real time of any field activities that are not consistent with the approved
 SAP or QAPP. This specific pattern of behavior was discussed with the Group during our last
 meeting.
Please remove the sentence “In the interest of maintaining progress, ARCADIS made these field
 changes based on conditions encountered in the field, without prior approval from USEPA.”
As requested in my 6/4/15 email, please add the note “that these actions were implemented
 without prior discussion or EPA consistent .” It should also be noted that the FCR is being submitted
 after the MW-20 was installed and at the request of USEPA. This information should be included a
 separate paragraph under “Description”.
Please submit a revised FCR within three (3) days of receipt of this email. Again as previously
 discussed with ARCADIS, EPA should be consulted if there are any changes to the approved
 SAP/QAPP or FCR.
Should you have any questions or concerns regarding this email, please notify me upon receipt of
 this email.
Regards,
Tanya

From: Walls (Young), Suzy [mailto:Suzy.Walls@arcadis-us.com] 
Sent: Tuesday, June 09, 2015 3:45 PM
To: Mitchell, Tanya
Cc: Ricci, Richard F.; Gary M. Fisher; Draikiwicz, Michael (michael.draikiwicz@novartis.com); '
 (pete.bergeron@chevron.com)'; mfaigen@issuesllc.com; Persico, John; Gutherz, Andrew
Subject: Rolling Knolls - FCR-07 MW-20 Installation Method Modification

mailto:Suzy.Walls@arcadis-us.com
mailto:Mitchell.Tanya@epa.gov
mailto:gary.fisher@alcatel-lucent.com
mailto:michael.draikiwicz@novartis.com
mailto:pete.bergeron@chevron.com
mailto:John.Persico@arcadis-us.com
mailto:RRicci@lowenstein.com
mailto:Suzy.Walls@arcadis-us.com
mailto:michael.draikiwicz@novartis.com
mailto:pete.bergeron@chevron.com
mailto:mfaigen@issuesllc.com



Rolling Knolls Landfill Superfund SITE 
FIELD CHANGE REQUEST (FCR) FORM 


Contract No.:     
 


Page 1 of 2 
 


REQUEST NO:                07                    DATE:      06/09/2015 (revised 06/16/2015)     
             
               
FCR TITLE:      Monitoring Well MW‐20 Installation Method Modification 


DESCRIPTION:         


The Data Gaps Sampling and Analysis Plan (Data Gaps SAP) proposed installing seven permanent monitoring wells 
(MW‐11 through MW‐17). On March 5, 2015, the USEPA requested adjustments to the proposed locations of 
MW‐12 and MW‐15. The USEPA also requested the installation of three additional monitoring wells (MW‐18 
through MW‐20). Prior to installing the monitoring wells, ARCADIS personnel and a USEPA representative 
inspected each proposed monitoring well location. The proposed locations for MW‐13, MW‐14, MW‐18 and 
MW‐20 were found to be in approximately 6 to 24 inches of standing water. Revised locations and alternative 
installation methods for these monitoring wells were proposed in Field Change Request 06 (FCR‐06), submitted to 
USEPA on April 22, 2015. USEPA approved FCR‐06 on April 27, 2015.   


The modifications listed below were implemented without prior discussion with USEPA or without USEPA consent. 
This FCR is being submitted at the request of USEPA, after MW‐20 was installed. 


REASON FOR DEVIATION:     


The alternate method described in FCR‐06 proposed using a tripod‐mounted winch to advance a 2‐inch diameter 
macrocore, split‐spoon sampler or other coring method to approximately 20 feet below ground surface (bgs).   
After logging, an 8‐inch diameter steel casing would be driven approximately 2 feet into the stable substrate 
underlying the wet area. A hand auger, water‐rotary drilling, or other means would be used to advance a 6‐inch 
diameter borehole to the well completion depth. 


The alternate method allowed the screen interval to be shortened to 5 feet. The bentonite/cement grout was to 
extend 1 to 2 feet below the bottom of the 8‐inch casing, and fill the annular space between the 2‐inch PVC pipe 
for the monitoring well and the 8‐inch casing.     


At the proposed location of MW‐20, the stable substrate was identified at 9.0 feet bgs. Installing the steel casing at 
11.0 feet bgs (two feet into stable substrate) and constructing the well with a 5 feet screen below the casing as 
described in the FCR‐06 would have resulted in a well that was screened deeper than other perimeter wells at the 
site and could bypass potential impacts at shallower depths. Monitoring wells installed around the perimeter of 
the landfill are generally screened from 2 to 12 feet bgs. 


RECOMMENDED MODIFICATIONS:     


The weight of the 8‐inch casing exceeded the safe working limits of the tripod‐mounted winch, and the plywood 
working/walking surfaces that were necessary to access the well location in the wet area. Therefore, a 6‐inch 
diameter casing was used. 


The objective of MW‐20 is to monitor shallow groundwater for potential impacts related to the landfill. As a result, 
monitoring well MW‐20 was set at 9.0 feet bgs, and screened from 5.5 to 9.0 feet bgs. This screen depth was 
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selected to ensure that the shallow groundwater above the competent layer (clay or silty clay) was monitored, 
rather than groundwater below this layer.   


The casing was installed at 0.0 to 4.0 feet bgs rather than 0.0 to 11.0 feet bgs. A bentonite/cement seal was 
installed from 0.0 to 5.0 feet bgs. No. 00 sand was installed from 5.0 to 5.2 feet. bgs, and sand filter pack was 
installed from 5.0 to 9.0 feet bgs around the screen. A locking protective stick up casing was installed around the 
2‐inch PVC pipe.   


IMPACT ON PROJECT OBJECTIVES:       


The revised monitoring construction details meet the project objective of collecting representative groundwater 
samples to characterize constituent concentrations in groundwater at the perimeter of the landfill.     


Dated Signatures:    06/09/2015 (revised 06/16/15) 


        (Field Team Leader)   
     
 


                          06/09/2015 (revised 06/16/15) 
  (Project Manager) 


 
Distribution:   
T. Mitchell, EPA Remedial Project Manager       RI Task Leader   
Quality Assurance Coordinator        Project File 
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REQUEST NO:                07                    DATE:      06/09/2015 (revised 06/16/2015)     
             
               
FCR TITLE:      Monitoring Well MW‐20 Installation Method Modification 


DESCRIPTION:         


The Data Gaps Sampling and Analysis Plan (Data Gaps SAP) proposed installing seven permanent monitoring wells 
(MW‐11 through MW‐17). On March 5, 2015, the USEPA requested adjustments to the proposed locations of 
MW‐12 and MW‐15. The USEPA also requested the installation of three additional monitoring wells (MW‐18 
through MW‐20). Prior to installing the monitoring wells, ARCADIS personnel and a USEPA representative 
inspected each proposed monitoring well location. The proposed locations for MW‐13, MW‐14, MW‐18 and 
MW‐20 were found to be in approximately 6 to 24 inches of standing water. Revised locations and alternative 
installation methods for these monitoring wells were proposed in Field Change Request 06 (FCR‐06), submitted to 
USEPA on April 22, 2015. USEPA approved FCR‐06 on April 27, 2015.   


The modifications listed below were implemented without prior discussion with USEPA or without USEPA consent. 
This FCR is being submitted at the request of USEPA, after MW‐20 was installed. 


REASON FOR DEVIATION:     


The alternate method described in FCR‐06 proposed using a tripod‐mounted winch to advance a 2‐inch diameter 
macrocore, split‐spoon sampler or other coring method to approximately 20 feet below ground surface (bgs).   
After logging, an 8‐inch diameter steel casing would be driven approximately 2 feet into the stable substrate 
underlying the wet area. A hand auger, water‐rotary drilling, or other means would be used to advance a 6‐inch 
diameter borehole to the well completion depth. 


The alternate method allowed the screen interval to be shortened to 5 feet. The bentonite/cement grout was to 
extend 1 to 2 feet below the bottom of the 8‐inch casing, and fill the annular space between the 2‐inch PVC pipe 
for the monitoring well and the 8‐inch casing.     


At the proposed location of MW‐20, the stable substrate was identified at 9.0 feet bgs. Installing the steel casing at 
11.0 feet bgs (two feet into stable substrate) and constructing the well with a 5 feet screen below the casing as 
described in the FCR‐06 would have resulted in a well that was screened deeper than other perimeter wells at the 
site and could bypass potential impacts at shallower depths. Monitoring wells installed around the perimeter of 
the landfill are generally screened from 2 to 12 feet bgs. 


RECOMMENDED MODIFICATIONS:     


The weight of the 8‐inch casing exceeded the safe working limits of the tripod‐mounted winch, and the plywood 
working/walking surfaces that were necessary to access the well location in the wet area. Therefore, a 6‐inch 
diameter casing was used. 


The objective of MW‐20 is to monitor shallow groundwater for potential impacts related to the landfill. As a result, 
monitoring well MW‐20 was set at 9.0 feet bgs, and screened from 5.5 to 9.0 feet bgs. This screen depth was 
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selected to ensure that the shallow groundwater above the competent layer (clay or silty clay) was monitored, 
rather than groundwater below this layer.   


The casing was installed at 0.0 to 4.0 feet bgs rather than 0.0 to 11.0 feet bgs. A bentonite/cement seal was 
installed from 0.0 to 5.0 feet bgs. No. 00 sand was installed from 5.0 to 5.2 feet. bgs, and sand filter pack was 
installed from 5.0 to 9.0 feet bgs around the screen. A locking protective stick up casing was installed around the 
2‐inch PVC pipe.   


In the interest of maintaining progress, ARCADIS made these field changes based on conditions encountered in the 
field, without prior approval from USEPA. 


IMPACT ON PROJECT OBJECTIVES:       


The revised monitoring construction details meet the project objective of collecting representative groundwater 
samples to characterize constituent concentrations in groundwater at the perimeter of the landfill.     


Dated Signatures:    06/09/2015 (revised 06/16/15) 


        (Field Team Leader)   
     
 


                          06/09/2015 (revised 06/16/15) 
  (Project Manager) 


 
Distribution:   
T. Mitchell, EPA Remedial Project Manager       RI Task Leader   
Quality Assurance Coordinator        Project File 







Tanya,
The Field Change Request for the installation method modification at MW-20 is attached. Please let
 me know if you have any questions or comments.
Thanks,
Suzy
Suzy Walls | Ecologist / Certified Project Manager | suzy.walls@arcadis-us.com
ARCADIS U.S., Inc. | 114 Lovell Road, Suite 202 | Knoxville, TN, 37934
T. 865.777.3502 | M. 919.455.5413 | F. 865.675.6712 
www.arcadis-us.com

mailto:firstname.lastname@arcadis-us.com
http://www.arcadis-us.com/

